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General

All formulas, figures, and schemes must be reproducible
and should be submitted on separate sheets. They
should not have borders.

Axes are to be labeled with an arrow and separated from
their units by a slash. Symbols of physical quantities, but
not their units, must be in italics ; for example: l/nm !

Inset diagrams should have the same font size as that in
the main diagram.

Comprehensive experimental details should be given in
the legends for the schemes.

Minus signs should be longer than a hyphen.

Good prints of color artwork should be submitted; for
reproduction, originals should be provided as slides or on
disk (data transmission by e-mail is not advisable).

For chemical (structural) formulas note the following:
Common abbreviations such as Me, iPr, sBu, and Ph may
be used; general substituents should be indicated by R1,
R2 (not by R1, R2 � 2 R); the spatial arrangement of the
substituents must be clear.

The following details are important for graphics (which
will be reduced to 60 %): size of lettering (also for
element symbols in formula drawings) 3±3.5 mm ; font
for script, Helvetica; interatomic bond lengths, 6 mm ;
total maximum width, 14 cm (or 29.5 cm), writing above
a reaction arrow may be a little smaller. Other lettering
sizes, but following the proportion 3:3.5, are also accept-
able

Graphical Material

We request that authors make changes to the graphical material as listed below and submit graphics in an electronic format.

Guidelines for Graphics in an Electronic Format

Preferred graphics programs for stick diagrams (e.g. chemical
structural formulas):

DOS ChemDraw, Freehand, CorelDraw 6 and 7, and Chem-
Window

Mac ChemDraw, Freehand, and PhotoShop

* The line width should be explicitly defined (at least 0.2 pt
or 0.1 mm).

* The graphics produced by the following programs
cannot be used : ISIS-Draw, C-Design, Powerpoint, Origin,
ClarisDraw, ChemIntosh, MacDraw Pro, and *.doc files.

* Acceptable formats of graphics programs: TIFF, EPS,
WMF, BMP.

* The colors for color pictures must be defined with the
CMYK system (do not use the RGB color system common
in Windows).

* Final format for vector graphics (stick diagrams, etc.):
Encapsulated Postscript (EPS) with bound fonts and the
characters must be converted into outlines, not Post-
script (PS). The bounding boxes must be of an appro-
priate size.

* The resolution for stick diagrams in a bitmap format
(*.bmp files) must be at least 1000 dpi.

* The resolution for raster figures (e.g. ORTEP representa-
tions with shading) and for color figures must be at least
300 dpi.




